
ADDENDUM 
 

Architectural Standards for Countryside North Ridge Homeowners Association, Inc. 
 
These Architectural Standards for Countryside North Ridge Homeowners Association, Inc. are 
intended to preserve the quality and appearance of the Community, while establishing minimum 
standards for the exterior of each Dwelling and Lot.  These standards are an integral component of 
the Declaration of Covenants, Conditions and Restrictions. These Architectural Standards may be 
amended from time to time by the Board of Directors of the Association.   

 
Sheds 

 
Size: The shed may be no larger than 100 Sq. Feet, with a height at the peak of the roof of 8’6” and 
side height of 6’. All measurements are to be from ground level and include any foundation. Sheds 
must be constructed of wood or vinyl, unless otherwise approved by the ACC.   
 
Location: The shed must be located 5’ from any property line. The shed may not be visible from the 
front view of the home. If your home backs up to Northridge Drive or Curlew Road, the shed must be 
located no closer than 10’ from the rear fence line and no closer than 5’ from side fence line and 
screened with landscaping or fence. Small trees/ tall shrubs or fence are to be used to screen majority 
of the shed from side and rear neighbors. 
  ​
For constructed sheds - the siding must be painted to match the main or trim color of the home, or the 
homeowner may request an alternate color that obscures the shed and makes it less visible. Roofing 
material is reviewed on a case-by-case basis and must be of good quality. Metal roofing must be 
standing seam metal & powder coated.  
 
All Owners shall submit an application to install a shed on their property to the Architectural 
Committee for approval prior to installation. All sheds must be in accordance with City code. 
 

Playground/Play Equipment 
 
The Architectural Committee has set the following guidelines for back yard playground equipment 
that is taller than the six-foot privacy fence:  
 

a) ​ Play equipment must be submitted to the Architectural Committee for approval prior 
to installation 

b) ​ All playground equipment, must be located a minimum of 5’ feet from any 
neighboring side fence line and no closer than 10’ from back lot line. 

c) ​ Play equipment must be of standard construction of wood/plastic materials. The top 
of the roof of standard playscapes must be no higher than 14 feet. If playground 
equipment is erected in a yard is not fully fenced, small trees/ tall shrubs or fence are 
to be used to screen at least 6’ feet of the playground equipment from side and rear 
neighbors. 

 
Trampolines: Allowed, max height of enclosure, if present, of 10 feet. 
 
Basketball hoops (Fixed and Portable): Allowed, must not encroach on another resident’s property 
line or impede traffic. The Board reserves the right to establish reasonable time restrictions on the use 
of basketball hoops to avoid nuisance to other residents. 

 



 
All playground and play equipment must be well maintained and in accordance with City code. 
 

Signs and Flags 
 

A sign is defined as any surface area of an object including any wording, the name of a company, 
services offered, and/or a telephone number. Alarm company decals/signs are permitted. Political 
advertisement of any kind, including signs, flags or yard decor is not permitted.   
 

Yard Décor 
 
Yard décor made of stone, concrete, resin, or wood (with exception of holiday decorations) is 
permitted. Yard décor that has a resident’s family name on it is allowed and not considered a sign.  In 
ground garden flags and pole based attached flags are also not considered signs and are allowed. Yard 
decor, garden flags, and pole attached flags must be maintained and in good condition at all times and 
not be political in nature.  
 

Decks, Patios, Patio Covers, Pergolas or Arbors, Gazebos, and Hot Tubs 
 
Size & Location: Decks, patios, patio covers, patio screens, gazebos, pergolas/arbors and hot tubs of 
reasonable sizes will be considered by the Architectural Control Committee. The location of the 
structure should be indicated on a drawing or plot plan that shows your lot, home and location of the 
improvement/installation. A minimum distance of 5’ must be maintained from any side property line 
and must be no closer than 10’ from the rear property line.  If the project is above fence level, a 
detailed side elevation drawing showing the foundation, and overall height from the ground is 
required. Structure cannot be taller than the structure of peak of house (25’). 
 
Materials: Materials may be cedar, redwood, pine, and concrete, composite wood or stone as 
appropriate for the structure. Roofing material is reviewed on a case-by-case basis and must be of 
good quality. Metal roofing must be standing seam metal & powder coated. 
 
Lighting: Exterior lighting as part of any project should not spill onto the property of others. 
Lighting must be indicated on the plan.  
 ​
All accessory items that fall into this category must be submitted to the Architectural Committee for 
approval prior to installation. All structures must be maintained and in good structural health at all 
times. 
 

Fence/Walls/Hedges 
 

 
The Architectural Committee has set the following guidelines for fences:  
 
Size and Location:  
 
A.​ Along (i) the Side Lot Lines, subject to subsection 8.B (ii): (ii) the Rear Lot Line: (iii) the 

Rear Dwelling Line: and (iv) the Front Dwelling Line. An illustration of the permissible 
location of the fences of up to six (6) feet. If fencing is erected between the street facing the 
side of the dwelling (the “Side Street”) and a straight line connecting the side of the dwelling 
to the Rear Lot Line (“Side Dwelling Line”), it must be at least 15’ from the side street 

 



boundary. In addition, this fencing boundary must include shrubbery or small trees at 
minimum every three feet along the street facing side fence boundary, and be at least 3 feet 
tall. Notwithstanding anything to the contrary, (i) fences of a height not to exceed eight (8) 
feet may be constructed behind the Rear Dwelling Line when such fence surrounds the 
immediate perimeter of a terrace or patio area, and when attached to or adjoining the 
dwelling. 

 
B.​ No fence(s) may be constructed in the in the following areas. (i) Between the street facing the 

front of the dwelling (the “Front Street”) and a straight line connecting the front living area of 
the dwelling to the Side Lot Lines (the “Front Dwelling Line”). 

 
Materials: Fences shall be made of cypress or other suitable wood materials or vinyl plastic 
composite or other similar material as approved in advance, in writing, by the Architectural Control 
Committee.  
 
Lot Owners will be responsible to maintain in good condition any wall, landscaping, berm or fence 
constructed or located on their Lots in the absolute discretion of the Board of Directors and/or 
Architectural Control Committee. 
 

Additional Guidelines for Permitted Neutral Color Fence Palettes and 
Upkeep 

All vinyl or wood fence assemblies-including posts, rails, pickets, infill boards, post caps (unless 
capping with solar light caps), and gates-must consist of solid, uniform factory colors within the 
neutral color families below. A 2 tone is allowed if from the same color families. Color names 
reference standard product offerings readily available at major building retailers (such as Behr, 
Veranda, Barrette Outdoor Living, and Weatherables at The Home Depot): 

Color Family Permitted Characteristics Standard Commercial Examples (Home Depot) 

Traditional 
White or 
Natural 

Solid, clean bright white or standard 
residential fence white for vinyl 
options. Matte or semi-matte 
finish.Natural wood tones for wood 
fences.  

Vinyl: 

●​ White  

Wood Stains/Paints: 

●​ Clear Wood Finish 
●​ Cedar Naturaltone (ST-501) 

 



Sand & Warm 
Off-White 

Muted, warm desert hues and 
creamy off-whites that soften glare 
and complement light stucco/siding. 

Vinyl: 

●​ Sand / Sandstone 
●​ Almond / Ivory 

Wood Stains/Paints: 

●​ Off White (SC-151) 
●​ Polar Bear (75) 
●​ Swiss Coffee (12) 

Tan & Khaki Light-to-medium earthy neutrals 
with balanced brown/taupe 
undertones, mimicking natural wood 
color. No orange/red hues. 

Vinyl: 

●​ Tan 
●​ Khaki  
●​ Cedar/Walnut 

Wood Stains/Paints: 

●​ Desert Sand (SC-160) 
●​ Tugboat (SC-141) 
●​ Cordovan Brown (SC-104) 

Soft Gray / 
Light Taupe 

Neutral, cool-to-warm light stone 
grays. Deep anthracite and heavy 
slate are restricted. 

Vinyl: 

●​ Gray  
●​ Cypress / Driftwood Neutral  

Wood Stains/Paints: 

●​ Cape Cod Gray (SC-365) 
●​ Slate (SC-102) 
●​ Driftwood Gray (ST-137) 

Prohibited Colors & Patterns: 

●​ Dark charcoal, black installation or bright, bold, or saturated custom colors (e.g. purple, 
pink, greens, blues, yellows). 

●​ High-contrast simulated variegated patterns or faux-marbled finishes 

 



Physical Cut-Piece / Chip Specimen: If selecting a non-white neutral (Sand, Tan, Khaki, or 
Gray), the ARC may request a physical vinyl sample chip (minimum 3" × 3") or the manufacturer 
cut-sheet with true-color photography to verify undertones before construction. All colors utilized 
must be specified on the ARC form when submitting for approval. 

Maintenance & Replacement Standards: Vinyl fencing must be kept free from visible algae, 
mildew, and heavy soil accumulation through regular washing. Any damaged sections replaced 
over time must match the existing fence color and profile without visible batch discoloration. 
Stained and painted wood fencing must be maintained free of peeling, chipping, mildew, and 
significant UV fading. Northridge Drive facing fences must have trees or shrubbery at least 
3 feet tall, along the fence line within 90 days of fence installation.   

 
 

Roofs 
 
Currently allowed roof materials: architectural composite shingles, metal, clay/cement 
 
Roofing materials designed primarily to be wind and hail resistant, provide heating and cooling 
efficiencies greater than those provided by customary composite shingles, or provide solar generation 
capabilities are permissible if, when installed, the materials: (a) resemble in color and appearance 
shingles used or otherwise authorized for use in the subdivision, (b) are more durable than and are of 
equal or superior quality to the shingles that are used or authorized in the subdivision, and (c) match 
the aesthetics of the surrounding property, as determined in the Association’s discretion. 
 
Whole roof replacement are to be done by insured and licensed roof companies and require ARC 
form to be completed prior to work being done unless there is a leak emergency (in which case please 
file form as soon as possible) 
 

Solar Panels 
 
The following additional restrictions apply to solar panels: Solar Panels are allowed on homes (per 
163.04 of the FL Statute), but should still go through ARC form submission.  
 
Solar panels placement are restricted if: 
 
a. A Court or County/city rules the solar devices a threat to the public health or safety or violation of 
law. 
 
b. The device is located in a location other than (i) the roof of the home or another 
permitted/approved 
structure or (ii) in a fenced yard or patio owned and maintained by the owner. 
 
c. The device is mounted on the roof of the home and (i) extends higher than or beyond the roofline, 
(ii) does not conform to the slope of the roof and has a top edge that is not parallel to the roofline, 
(iii) has a frame, a support bracket, or visible piping or wiring that is not in a silver, bronze, or black 
tone 
commonly available in the marketplace, or (iv) is in a location not designated/approved by the 

 



Association, unless the owner’s requested location increases the estimated annual energy production 
of the device, as determined by using a publicly available modeling tool provided by the National 
Renewable Energy Laboratory, by more than 10 percent above the energy production of the device if 
located in the area designated by the Association. 
 
d. The device is located in a fenced yard or patio and is taller than the fence line. 
 

Permitted Finishes & Exterior Painting Guidance and Upkeep 

1. General Finish Standard 

●​ Low-Saturation / Neutral Mandate: Any exterior coating, paint, stain, or finish applied 
to homes must be a subdued, low-saturation neutral tone (e.g., white, off-white, beige, 
tan, taupe, or soft gray). Permitted colors include traditional neutrals (whites, off-whites, 
creams, beiges, tans, greiges, and stone grays) as well as muted, low-saturation 
architectural hues with neutral undertones (such as soft airy blue, coastal mist, subtle 
slate, or muted sage/olive). To qualify, any tinted color must have sufficient gray, white, 
or brown undertones to appear soft and understated rather than distinctly colorful.  

●​ Prohibited Pigments & Tones: 
○​ Neon / Fluorescent / Day-Glo: Any paint or coating containing fluorescent, 

neon, luminescent, or reflective pigments is strictly prohibited. 
○​ Bright & Highly Saturated Hues: Colors exhibiting high chroma or 

vibrancy-including, but not limited to, vibrant yellows, electric blues, saturated 
greens, intense oranges, deep purples, and fire reds-are prohibited. 

○​ High-Gloss Finishes: High-gloss or mirror-like reflective paints are not 
permitted. All approved paints or solid stains must dry to a flat, matte, or 
low-lustre exterior satin finish. 

2. Pattern, Graphics & Color Uniformity 

●​ Prohibitions on Patterns & Artwork: 
○​ No Multi-Color or Patterned Treatments: Striping, checkerboard patterns, 

chevron/herringbone alternating colors, color-blocking, or alternating picket colors 
are strictly prohibited. 

○​ No Full Murals, Graphics, or Lettering: Road facing surfaces (front and side of 
home where applicable) may not feature stenciling, hand-painted murals, decals, 
logos, artistic illustrations, or decorative painted graphics of any kind that take up 
more than 2x2 of the total surface area. Non - street facing sides or  walls 
contained within a pool cage are exempt from this guideline. Example themes: 
flowers, fruit, nature based. ARC form must be submitted and will be reviewed by 
HOA for content approval and adherence to city guidelines. No words or phrases 
are allowed to be painted on surfaces in public view.  

○​ No Distressed / Specialty Textures: Sponged, splattered, faux-patina, tie-dye, 
faux-distressed, or multi-tone rag-rolled paint techniques are not permitted. 

3. Painting & Maintenance  

 



●​ Condition Standard: Painted surfaces must be kept in good repair. Noticeable peeling, 
bubbling, blistering, chalking, or UV-bleaching requires timely repainting within 6 months 
of 1st written violation/notice from the HOA. 

When submitting non-traditional neutrals (such as muted blues or grays with cool undertones), 
the ARC will evaluate the color's saturation and light-reflectance value (LRV) to ensure it 
harmonizes with the neighborhood.  

 
Quick "At-a-Glance" Guide for Residents 

Permitted (Subdued & Neutral) Strictly Prohibited (Loud & Saturated) 

Soft Airy Blue / Blue-Gray / Slate Mist/Navy Royal Blue / Cobalt / Electric Blue/ Hot Pink/ 
Barbie Pink/ Purple 

Muted Sage / Driftwood Olive Kelly Green / Lime / Mint / Bright Forest 

Warm Creams, Off-Whites & Beiges Bright Canary Yellow / Goldenrod 

Classic Whites, Greiges & Taupes Neons / Day-Glo / Fluorescents (Any Hue) 

Stone & Cape Cod Grays  

Black (trim/accent only) 

High-Gloss / Reflective Finishes 
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